Requirements for Continuous Emission
Monitoring Systems

Proposed Amended Rules (PAR) 218 and 218.1
Proposed Rules (PR) 218.2 and 218.3

Wor king Group Meeting #09
July 16, 2020 10: 00 am
Join Zoom Meeting
https://scagmd.zoom.us/}/91211206141?pwd=UDJPWIVoaDk2WkJTZE1rSGIoORERHZz09
Meeting ID: 912 1120 6141

Password: 372106



https://scaqmd.zoom.us/j/91211206141?pwd=UDJPWlVoaDk2WkJTZE1rSGloRERHZz09

Agenda

1 PR 218.2 Rule Structure

1 Comments Recelved at the Last Meeting

1 PR 218.2 Preliminary Draft Rule Overview for
Provisions (f) through (j)

I Overview for Provisions (a) through (e) conducted at the last
Working Group meeting

1 Next Steps



PR 218.2 Rule
Structure



How are PR 218.2 and PR 218.3 related?

PR 218.2

General Provisions PR 218.3
(administrative) Performance

Specifications
(technical details)

|
Both rules reference each other



Rule Structure - PR 218.2

—

| (a) Purpose

(b) Applicability

Presented at the

(c) Definitions = ESIeG

\ Group meeting
(d) Implementation Schedule (WG #8)
(e) Monitoring Requirements -

>m
(f) Certification Requirements

79) Quality Assurance/Quality Control Plan

| (n) Recordkeeping Requirements

() Reporting Requirements

(j) Certification Posting




PR 218.2 (a) i (e)

Comments and Responses



Comments on PR 218.2 (a) - Applicability

Will PR 218.2 apply to special cases such as:

A Stack flow monitor only (i.e., RECLAIM Large Source
monitoring stack flow in conjunction with the concentration
limit to determine mass emissions)

A Mass emission (e.g., R1117 has established a mass
emission limit)

é R A RECLAIM Large Source stack flow monitor would

not be required after the source exits the
Response RECLAIM program

A Staff is contemplating on ways to address mass
NN J emission calculation




Comments on PR 218.2 (c) - Definitions

4 ) 218.2(c)(6):

f | CEMS FINAL CERTIFICATION LETTER means the final approval of
Drait Rule CEMS cetrtification or recertification, which at a minimum includes:
Language (Required information for CEMS components are listed)

o /

Serial number change for the following should not trigger a full

certification process and thus should not be listed on the CEMS

final certification letter:

A Sample conditioning system

A Data acquisition and handing system and programmable logic
controller

4 ) A Staff will remove the serial number requirement
for the components discussed

RESPONSe | A Any serial number change of those components
would be subject to the technical guidance

< - document R-002 for testing requirements




(

Draft Rule
Language

~

Comment on PR 218.2 (e)(3) 1

Cl ar 1 f i

218.2(e)(3)(D):

L

cati on of t he Ter m

Conduct a calibration of all analyzers of the CEMS before

any emissions are detected

Suggested
Solution

not cl ear | f t he ncalil brat |

analyzer or also includes the sampling line

AAdded a definition for dAcal.i
include sampling line

A CALIBRATION ERROR TEST means a procedure
performed to determine CEMS response to a given
gaseous compound concentration by means of injecting
a certified calibration gas mixture into the CEMS as
close to the probe tip as practical



Comment on PR 218.2 (eM4) 1
Demonstration Unit Nor Operation

Consider the following to provide more flexibility on demonstrating

unit non-operation
A CEMS status code on unit non-operation

A O2 analyzer
A Placing a blind in between for short-term gas shutdown

See next slide
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